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DPE Installation 

 

The single DPE 100 element, approximately 1.0 m long and 15 cm in diameter, should be 
positioned almost completely underground. Only the head of the device is left above the 
ground by about 15 cm (Photo 1), equipped with a cap through which the central bar can be 
replaced if needed. The replacement life will depend on the location; a priori a minimum 
duration of 6 years should be assumed, after which the bar may need to be replaced.  

The size of the DPE 100 system protection zone depends on local conditions and would 
require a specialist technician to estimate it accurately; however, the expected zone radius is 
2.2km before such variables are taken into account. To increase the effectiveness of the DPE 
100 operation, it is advisable that the soil is not excessively dry; so, in summer it is 
recommended to pour about 5 liters of water into the DPE 100 2 or 3 times throughout the 
summer.  

The device should be installed on the side of the dwelling which faces the Earth's north 
magnetic pole (Photo 2).  

Your DPE 100 is already set up to be updated and upgraded should you wish to do so. We 
recommend the installation of the DPE 100 as close as possible to the house, ideally 
adjacent to a room where the resident spends a lot of time, such as the bedroom. We 
recommend this because in this way an additional benefit of physical and mental balance 
can be obtained. We also advise you to sit 5 meters from the DPE 100 and stay there as long 
as possible, especially if you have health problems. 
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For more information, visit the website: https://advancedtechnology7.com/protected-dpe-
technological-informations-and-manuals/   and enter code 1127301 


